
Porch Patio Glass Replacement Instructions                                                                         202220999 

Tools Needed: Saw Horses, Phillips Screw Driver, Rubber Mallet 

Only perform this repair if the Scenix unit is out of the opening or it can easily be removed from the 

opening. Two people are recommended. 

Step 1: Position each saw horse to support each end of the window unit. Lay the unit down flat with the 

inside of the unit facing up. 

Step 2: Note: For units with screws on each side of head cover, remove first. Remove the top and bottom screw 

covers and the Phillips head screws that hold both screen head covers on. Lift covers off to expose the 

screens 

 

Step 3:  Remove the four Phillips head installation screws from the mitered corners on the top header 

 

 

 



Step 4: (NOTE: For the following steps refer to the bottom or top glass as the window would be installed in the opening).  

Move the bottom and top glass to the center. With a rubber mallet from the underside of the top 

header, tap the header off the side frames. 

 

Step 5:  Loop the bottom glass cables over each side frame.  On the right side of the top screen roll, 

remove the Phillips screw that holds the pivot bracket. 

 

Step 6: Remove the top screen from the right side pivot bracket by rotating the screen roll slightly and 

lift up. Next release the screen roll from the left side bracket. NOTE: The tension will release from the spring. 

Unroll the screen several turns and lay on top of the side frames.   

 

 

Phillips Screw 



Step 7: Remove the bottom screen from the left side pivot bracket by rotating the screen roll slightly and 

lift up. Next release the screen roll from the right side bracket. NOTE: The tension will release from the spring. 

Unroll the screen several turns and lay on top of the side frames.   

 

 

Step 8: From the top of the unit, pull both glass inserts out several inches past the top of the side 

frames. Then pull the top glass all the way out of the frame. Note:  Pay close attention to the way the inserts are in 

the tracks. Rest the top glass on a saw horse. 

 

 

 

 

 

 

 

 

 



Step 9: Remove the Phillips head screws at the bottom of the window insert that will be replaced.  Slide 

the arm and guide out the side of the insert. Note: The arm can be tapped out with a rubber mallet to make it easier 

to remove from the channel. Repeat this step on the opposite side of the window insert. 

 

Step 10: Reattach the arm and guide onto the new glass insert. Tap back into place with a rubber mallet. 

Repeat step for opposite side of the insert. Reinstall the Phillips head screws at the bottom of the insert 

to secure the arm back in place. 

Step 11: Attach the screen to the new window insert. See Screen replacement instructions for top and 

bottom screen replacement. Note: Instructions for replacing the screen insert show the unit in the opening. 

The screen can be installed before the glass inserts go back into the frame. 

 

 



Step 12: Reinstall the bottom glass with the inside of the glass facing up, then insert the bottom glass 

into the channel. Make sure the screen fabric, rubber screen hem, and plastic shoes are inserted into 

the channel. Do not push the glass all the way in, leave a couple inches sticking out the top. Note: To avoid 

damage to the screen, keep the fabric away from the corners of the track. 

 

Step 13: Next take the bottom glass cables and loop over each side frame. Then insert the top glass and 

screen fabric into the channel and push it in until it’s even with the bottom glass. Then push both inserts 
all the way in. 

 

Step 14: Place the cable back into the track.  Reinsert the top header frame into the side frames. Make 

sure the corner keys seat into the channel. Note: A rubber mallet may be used to tap the header frame into place.  

 



Step 15: Reinstall the 4 Phillips head screws into each mitered corner. 

 

Step: 16 Reinstalling the top screen tube back in the frame.  Loop the bottom glass cables over the outer 

edges of the side frame. Insert the left end of the screen roll into the bracket with the beveled edge 

facing toward the top header. Next install the plastic pivot bracket into the right end of the screen roll, 

make sure the plastic spring is facing up at you. Rotate the plastic bracket towards the top as you push 

down on the screen roll. 

 

Step 17: Install the Phillips screw that holds the right side bracket in. Once secured, rock the screen 

towards you to release the tension. 

 

 

Step 18: Reinstalling the bottom screen. Tension the bottom screen following the re-tensioning 

instructions at the end of this booklet.  Insert the right end of the screen into the bracket with the 



beveled edge facing the top header. Next install the plastic pivot bracket into the left end of the screen 

roll, make sure the two plastic legs are facing up at you and push down on the screen roll. Rock the 

screen roll toward you to release the tension. 

 

Step 19: Reinstall the top and bottom screen head covers and secure with the Phillips head screws. Then 

snap on the screw covers. 

 

Step 20: Stand the unit up and test operation. 

 

 

 

 

 

Spring Tensioning Guide: Only perform this step if tension is lost. 



Grip the rectangular end of screen roller assembly with a pair of locking pliers. Hold in the position shown and turn 

clockwise 5 ½ revolutions. Then back off a half turn and tilt screen roller downward until the spring locks in place. 

(Do not release until spring is locked. If done correctly the spring will not unwind.) 

 

 

                         

 

 

 

 

 

 

 

 

 


